ARDEX ArdiSeal™ Rapid Plus

Semi-Rigid Joint Sealant

Two-part polyurea semi-rigid joint sealant

Designed specifically for filling cracks, control joints (saw cuts) and expansion joints that will be

directly exposed to traffic

Use on industrial floor applications with heavy traffic

Ideal where limited movement due to thermal cycling occurs
Ideal for freezer applications

Low VOCs, low odor

Abrasion resistant

Fast setting — open to full traffic in 90 minutes

Self-leveling consistency

100% solids with no shrinkage

Cures to a semi-rigid hardness

Wide service temperature range of -40°F to 120°F (-40°C to 48°C) - ideal for freezer
applications and warehouses alike

ARDEX Americas

400 Ardex Park Drive
Aliquippa, PA 15001 USA
888-512-7339

www.ardexamericas.com
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ARDEX ArdiSeal Rapid Plus

Semi-Rigid Joint Sealant

Suitable Substrates

e Concrete (structurally sound)

Suitable Applications

e Interior or exterior applications (color varies during cure and may
change in exterior applications)

e Filling cracks, control joints (saw cuts) and expansion joints in
concrete floors that will be directly exposed to traffic

e Dormant cracks and joints, or joints exhibiting minimal movement

¢ Industrial floors with heavy traffic, including foot and heavy-duty
rubber-wheeled traffic

e Freezer applications

Jobsite Conditions

e Dry substrates only

e Apply at 50°F to 85°F (10°C to 29°C)

e Area to be filled should have a surface temperature of 50°F to 85°F
(10°C to 29°C)

e Substrate temperature must be at least 5°F (2.8°C) above dew
point

e Warm or hot weather shortens pot life and working time

Step 1: Substrate Preparation

e Use on clean exposed concrete, from a minimum depth of 1/4” up
to 2"

¢ Concrete must be structurally sound, solid, dry, and free of laitance,
dirt, debris, coatings, sealers, and any contaminant that may act as
a bond breaker.

e New concrete must be cured for at least 28 days prior to
application.

e Recommended: open cracks to a minimum width of 1/4” with a dry
cut saw and diamond blade. Run the blade against each side of the
joint. Blade depth should extend to the full depth that the joint filler
is to be applied.

e After cleaning, vacuum any remaining dust and debris from the
joint. Brushing debris out of the joint is not an acceptable means of
preparation.

¢ Do not use sweeping compounds, solvents or acid etching to

prepare the surface.

Pre-Filling Cracks and Joints

Deeper than 1™ Product performs well at thicker depths. Pre-
filling cracks and joints with backer rod or
sand is acceptable.

Moving joints: Pre-fill with backer rod or sand so the bottom

surface is not bonded, allowing free

movement.

Deep joints (to minimize Insert backer rod into the prepared joint to
waste): within 2" of the surface. Joint depth must be
at least 1/2 of the joint width.

Pre-fll the joint with at least 1/4” of play
sand before filling the rest of the joint with

ARDEX ArdiSeal Rapid Plus.

Alternate to backer rod:

For full details on substrate preparation, reference the ARDEX Proper
Prep™ guidelines at

www.ardexamericas.com:

Article 1. Preparing Concrete for Bonded ARDEX or HENRY
Applications

Step 2: Application

Recommended Tools

e Commercial grade 21.6 oz (638 mL) dual cartridge dispenser
¢ ARDEX 26-element static mixing nozzle

e Razor scraper
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Cartridge Set-Up
e Shake cartridge vigorously for 60 seconds, then stand upright for 5

minutes.

e Keep cartridge upright to prevent material from leaking out. Do not
tilt until material is to be applied to the repair area.

¢ IMPORTANT: During set-up (purging air and equalizing) and initial
dispensing, keep cartridge and nozzle assembly pointed straight up.
AFTER purging/equalizing and the initial shot of material, always
keep cartridge and nozzle pointed downward, including when not
dispensing, to prevent material in the nozzle from flowing back into
the cartridge.

¢ Remove plastic cap from the top of the cartridge.

e Thread nozzle onto cartridge in a clockwise direction. Make sure
nozzle and cartridge assembly is secure.

e Insert cartridge and nozzle assembly into dispenser, properly
positioned with the shoulder of the cartridge flush with the
front/top bracket.

e Point nozzle straight up and slowly apply pressure, moving product
up through the nozzle to the tip. Dispense 2 full strokes of material
(1 to 2 quick bursts if using an air tool) into a rag or on another
disposable surface.

Dispensing

e Pot life is only 3 minutes. Apply continuously once opened to
prevent the tip from becoming clogged.

e Place mixing nozzle directly over the crack, joint or repair area.

e Use full smooth trigger pulls (no short, choppy strokes) and allow
material to gravity feed into the crack or joint.

e Qverfill so material is slightly higher than the face of the concrete
slab being repaired.

o Allow to set for approximately 45 minutes at 75°F (23.8°C), then
shave excess material from the top of the slab with a sharp razor
scraper.

Step 3: Clean Up

e Clean up with xylene while material is still fresh, carefully following
all instructions and warnings on the xylene container.

e Once cured, remove with a razor scraper.

Step 4: Curing

e Restrict use of the installation area to light traffic and non-harsh
chemicals until cured for a minimum of 90 minutes at 70°F (21°C).

Coverage (approx.)

Linear feet (linear meters) at specified width and depth.

Depth

Width 1/2" 5/8" 3/4" 1" 1172 2

12 mm 15 mm 18 mm 25 mm 37 mm 50 mm
e 51 4038 34 255 170 128
3mm 155) | 124) | (104) (738) (5.2) (3.9)
va 255 20.4 17 128 85 6.4
6 mm (7.8) 6.2) (52) (3.9) (26) (19)
vz 128 102 85 6.4 43 32
12 mm (39) 31) (26) (1.9) (13) (10)
/4 85 6.8 5.7 43 28 21
18 mm (26) 1) 17 13) (0.9) (06)
r 6.4 51 43 32 21 16
25mm (19) (16) (1.3) (10) (06) (05)

Notes

e Intended for use by professional contractors trained in the
application of this product and/or similar products. Not sold by
ARDEX through home improvement centers.

e For use in dormant cracks and joints or joints exhibiting minimal
movement. If movement in excess of 12% occurs, the material may
separate as the joint or crack opens wider. This is not a product
failure.

¢ Color may vary from batch to batch. Color stability may be affected
by environmental conditions such as high humidity, lighting,
sunlight exposure or chemical exposure.

e Mix very well before using. Improper or inadequate mixing can
cause isolated soft spots and subsequent failure.

¢ Always install an adequate number of properly located test areas to
evaluate the suitability of the product for the intended use.

¢ Do not mix with additives. Do not thin.

¢ Do not reuse container. Dispose of container and residue in
accordance with federal, state and local waste disposal regulations.
Do not flush product down drains.
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Precautions

Carefully read and follow all precautions and warnings on the product

label.

For complete safety information, refer to the Safety Data Sheet (SDS)

Chemical Resistance Chart

This chart is intended as an aid in evaluating the performance of
ARDEX ArdiSeal Rapid Plus in various chemical exposures at 75°F
(23.8°C). The data is intended as a guide only. In severe or
combination exposures, a sample should be tested under actual or

available at
. simulated use conditions to determine suitability.
www.ardexamericas.com.
Chemical (Reagent) Recommended Limited
Technical Data According to Manufacturer Quality for Continuous Recommendation
Standards Service (Occasional
Spills)
Test data based on neat resin at 70°F (21°C) at a mixing ratio of 1.1 Acetic Acid (10%) .
by volume. Acetone .
Physical properties are typical values and not specifications. Bleach .
Recommended 1/4" 10 2" (6 mm to 50 mm) Bleach (10%) .
Thickness: Citric Acid (5%) .
Pot Life: Approx. 3 minutes .
Percent Solids: 1007% by weight Crude Ol .
Tensile Strength (ASTM Approx. 1,200 psi (8.27 N/sq. mm) Motor Qil .
D412). Gasoline .
Elongation (ASTM 82%
D412): Diesel Fuel .
Bond Strength (ASTM 400 psi (2.76 N/sg. mm) Skydrol .
C882):
Hydraulic Qil .
Shore A Hardness (ASTM 75-80
D2240): Ethylene Glycol .
Cure Time: 90 minutes Fatty Acids .
voC: 8 g/L, calculated and reported, SCAQMD
1168 Water (room temp.) .
Storage: Store in a dry area between 60 and 90°F (16 NaCl (10%) .
to 32°C). Do not expose containers to sun. Hydrochloric Acid (102) ]
Keep from freezing. Keep away from heat.
Packaging: 21.6 oz. (638 mL) dual cartridge Lactic Acid (5%) .
Colors Available: Gray Methy! Ethyl Ketone
Shelf Life: 1 year if unopened
Nitric Acid (1%
Warranty: ARDEX Standard Limited Warranty applies. fric Acid (1%) )
Phosphoric Acid (10%) .
Made in the USA.
Sodium Hydroxide (20%) .
© 2026 ARDEX LP. All rights reserved. Content updated 2026-10-
Sulfuric Acid (20%) .
06. Supersedes all previous versions. Latest version available at
) Toluene .
www.ardexamericas.com.
Urea (50%) .
Vinegar .
Xylene .
Visit www.youtube.com/ARDEX101 to watch ARDEX product demonstration videos. ARDEX Americas
For recommended installation tools, visit DTA USA at www.dtausagroup.com. For :
easy-to-use ARDEX Product Calculators and Product Information On the Go, download 400 Ardex Park Drive
the ARDEX App. Aliquippa, PA 15001 USA
Available on the iPhone oy “?\l 888_512_7339
[ App Store [l D> Cooaie vioy (11T Tube
www.ardexamericas.com
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	Precautions
	Carefully read and follow all precautions and warnings on the product label.
	For complete safety information, refer to the Safety Data Sheet (SDS) available at
	www.ardexamericas.com.
	Technical Data According to Manufacturer Quality Standards
	Test data based on neat resin at 70°F (21°C) at a mixing ratio of 1:1 by volume.
	Physical properties are typical values and not specifications.
	Recommended Thickness:
	1/4” to 2” (6 mm to 50 mm)
	Pot Life:
	Approx. 3 minutes
	Percent Solids:
	100% by weight
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	Approx. 1,200 psi (8.27 N/sq. mm)
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	This chart is intended as an aid in evaluating the performance of ARDEX ArdiSeal Rapid Plus in various chemical exposures at 75°F (23.8°C). The data is intended as a guide only. In severe or combination exposures, a sample should be tested under actual or simulated use conditions to determine suitability.
	Chemical (Reagent)
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	Acetic Acid (10%)
	•
	Acetone
	•
	Bleach
	•
	Bleach (10%)
	•
	Citric Acid (5%)
	•
	Crude Oil
	•
	Motor Oil
	•
	Gasoline
	•
	Diesel Fuel
	•
	Skydrol
	•
	Hydraulic Oil
	•
	Ethylene Glycol
	•
	Fatty Acids
	•
	Water (room temp.)
	•
	NaCl (10%)
	•
	Hydrochloric Acid (10%)
	•
	Lactic Acid (5%)
	•
	Methyl Ethyl Ketone
	•
	Nitric Acid (1%)
	•
	Phosphoric Acid (10%)
	•
	Sodium Hydroxide (20%)
	•
	Sulfuric Acid (20%)
	•
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	•
	Urea (50%)
	•
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	Label Verbiage – ARDEX ArdiSeal Rapid Plus
	Packaging approaches aligning with our most recently created package artwork, such as that created for V 1300, are now blanket-approved by Technical.
	Category Management will now be responsible for driving package design projects as well as ensuring accuracy and instructional completeness in accordance with agreed upon package design principles.
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	Reviewer Initials
	Mark Appropriate Column with an “X”
	Date
	Approved
	Approved with Changes
	Revised Draft Requested
	Pat Cunningham, designated by Seth Pevarnik (technical content)
	Mark Walsh / Michael Frey (sales content; overhauls only)
	Jody Proudfit (marketing content)
	Jeff Karcher (ANA R&D review, COE notification and production ability)
	Brian Suddaby (regulatory content)
	Change Log - ARDEX ArdiSeal Rapid Plus
	Explanation of change; draft internal and external updates
	Date confirmed
	Requester
	Date sent for signoff
	Package revision required?
	Inheritance documents; create redlines for translation and updates
	Overhaul to new format
	Document overhaul initiative started in 2017
	TSchneider, Marketing
	2026-10-16
	Yes, on next revision. No hard changes.
	ArdiSeal Rapid Plus TDS 12/2013 published version for content; ArdiFix TDS 2026-07-30 version for template
	Can now be used in exterior applications; added cautionary language about color variance
	2026-06-09
	JProudfit
	Corrected tensile strength (ASTM D412) to 8.27 N/sq. mm (was 0.08 N/sq. m) and bond strength (ASTM C882) unit to N/sq. mm (was N/sq. m).
	2026-10-06
	AI caught during T. Schneider’s TDS review.

